Guidelines for
Restoring Cultural Landscapes



GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAFPES

SPATIAL ORGANIZATION AND LAND PATTERNS
Identity, Retaln, and Preserve Historic Materials and Features from the Restoration Period
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RESTORATION GUIDELINES

Protect and Maintain Features and Materials from the Restoration Period
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GUIDELINES FOR THE TREATMENT OF CUL TURAL LANDSCAPES
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RESTORATION GUIDELINES

Replace Extensively Deteriorated Features from the Restoration Pariod

Repiacing in-kind an entire feature from the restoraticn
penod that defines spatial organization and kand patlerms
lhat is too detericrated o rajuvarats For esampis
replanting In-kind an historic orchard

Reamoving a fealure from the restoralion panoa that s
beyond repair and not replacing it; orreplacing il with a
nEw feslure sl Ooes nNol respecd the spalial
organizain a sl land patlema of the restoration penod
Forexampla, remaving a hedgorow and not replanting il

Remove Existing Features from Other Historic Periods

Reamowving or altenng featyres from olher Instonc penods
inal niruds on ine estonc spabial arganaslion and leod
pattems Forexample remaving a skinnad basatull fedd
lfom a historic meadow

Dﬂt‘.umal‘ltlng fEaties aaling from othar pencas prion o
iher famoval or afieration | possible, selscted
examples of these feglures and matertais should be
slored Lo faciitate lulure research

Falling o remove features from anollier penod, thus
confusing e depction of the cullural lBndicapa’s
spaliad orgamization and land patterns durng the
restorabion penod. Forexampla, failing 1o remove a chain
link fance whare no fence hisioncally exsiag

Falllng to documant lenturas from other histons penods
ihatl are removed or gllered so thist & valuable portion ol
Ihee hestoric oo e oSt

Re-Croate Missing Festures from the Restoration Period

Recreating a missing Rature mporan to the spatial
organization and land pattarms during the restoration
panod bhassd hestoncal, pclorial and  physical
gocumeantiaion

Constructing a fasture thal coantribiites 1o the overall
spatisl organization and land patltnms which was
thought to ave exrsted during the restortion perod, bul
fee which there = ingufficien! docurnentalion: or
sonstructing a leature tatwas pan of the driginal design
bul was neves sxnculed
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES
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TOPOGRAPHY
Identify, Retain, and Preserve Historic Features and Materials from the Restoration Period
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Protect and Maintain Features and Materials from the Resloration Period

faphy fom the Failing o undertake preventive mainlenance for

]

Proteching and maintaining Cwla

restoration perod by use of nen-destruclive methods fromi the restofalion penod

and dally, seasonal and ovolical tasks. For example

dpplying adequate s Nl and anosion conros o Lilzmg mamienance methods which destrov or

protect frapife earthworks from the restoration period Cegre

lopography trom [he restaoration panod. For

example, usng neavily wasghled equipmenten steepor

vulnerabie slopas

Repair Features and Materials from the Restoration Period

Jeclining lopographic fealures from Lhe ] the shape, siope, elevation or contour of

od: Forexample, e-excavating a silted

appropnale regradng or re-es g

ciltural temace
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES

Replace Extensively Deteriorated Features from the Restoration Period

Using phymical evidence of form and detalling to
reproduce ji-Kind an entire topographic feature from the
resloration pertod. It using the same Kind of material is
not lechnically, eBconamically, or snvironmentally
feasibie. then a compatible substitute material may be
considentd For exampls, re-establishing earthworks
around a fon

Removing a deteriorated lopographic feature from the
restoration period and nol replacing it, or replacing itwith
# new fealure thal does not convay the samea visual
appearance. Forexample, changing stepped lefmacing
10 a cutved slope

Remove Existing Features from Other Historic Periods

Remaoving or altanng lopographic features from aihier
historic periods, For exampiz, reshaping koofls 1o thelr
appearance during the restoration period or remaving fill
to revesal a hollow

Dacumentiing iopographic lestures from olher penods
prigr 1o their altetalion of removal.

Falling 1o remove lopographic leatures from another
penod, thus confusing the depiction of the landsCape
during the restoration period. For example. mainainng
maodem aarthen mounds on a huslonc bowling green.

Failing to document fopographic features from othar
histonic periods that are removed or allered 0 that a
valuable portion of the historic record is lost.
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES

VEGETATION

Identify, Retain, and Preserve Historic Features and Materials from the Restoration Period

Recommended

Identifying, retaining and preserving the exislting
vegetation from the restoration period prior to project
work. For example, woodlands, forests, trees, shrubs,
crops, meadows, planting beds, vines and ground cover.
Documenting broad cover types, genus, species,
caliper, and/or size as well as color, scale, form and
texture.

Evaluating the condition and determining the age of
vegetation from the restoration period. For example, tree
coring to determine age.

Retaining and perpetuating wvegetation from the
restoration period through propagation, using methods
such as seed collection and genetic stock cuttings.

Not Recommended

Undertaking project work thatimpacts vegetation from
the restoration period without executing an “existing
conditions” survey of plant material. For example, deep-
tilling seil thus disturbing historic pollen artifacts.

Undertaking work without understanding the signifi-
cance of vegetation from the restoration period. For
example, removing perennial plantings from the
restoration period during a clean out of invasive
vegetation.

Failing to propagate extant vegetation from the
restoration period, when few or no known sources for
replacement are available. For example, removing a
deteriorating tree without first taking cuttings.
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The rostoration of Reynolda Gardens al Wake Fores! University in Winston-Salem, North Carolina, was based on available Mstonc
c_;ioc_u-_-nsnraﬁon for the period of significance, the long-lerm mainienance requirements, the surviving plant malerials contained within an
individual garden area, and the need fo interprel the garden as it looked at one time to the public. (The Jasger Group)
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RESTORATION GLUDELINES

Protect and Maintain Features and Materials from the Restoration Period

Protecting and mamiaining vegetation from the
restornlion panod by use of non-Sestructive methods
and daily, seasonal and cydica! tasks. For example
EMpiaying pruning or careful use of herbicides on hestonc
frult trees

Ll!lll.fﬂlg mainienance practices wihhweh respect habit
form, color, texture. bloom. Trull. fragrance, scale and
conlext

Willzing historie horticuliural and agricultural mainte-
nance pracies when ihose Bchmgues am critical to
matitaining the integnty of the vegetstion from the
restormalion period. Forexample, the manual removal of
dead flowsrs to ensure continuous bloom

Failing 1o undsriake prevanlive maintenance of
vepelaton from the restiorabion penod

Utilizing mainténance practices and technigues winch
are harmill 1o Veoetation from the restoration penod. For
exampie. mowing |awns containing spring bulbs

Litilzing maintenance practices and technigues that fall
o recognize ihe uniguensss ol individual plant matenals
For example, utiizing soil amendments which may alter
fower color or poory- thimed prurng and/or appicanton of
nsecticithe witich may alter indil produclion

Employing contemporary practices when traditional or
histonc ¢an be used For example. ulilizing non
raditional harvesting praclices when baditional
practices are still Taasilve

Repair Features and Materials from the Restoration Period

Reiuvenabing historic vegetation from (he restomalion
period. For example, by correcinve pruning, deep ool
fertilizing, aerating soll, renewing seasonal plantings
and/or grafiing onto histono genetic stock

Raplacing or destroying veoetation from tha restaration
penod when rejuvenation i passible For exgmple
remaving a matured snrib and replacing with new
matbnal whel proper prining may be employed
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES
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The Estate Drive through the Apple Orchard at Stan Hywef Hall | Akron, Ohio, is being restored fo a 1912 design by Warren Manning. Based on



HESTORATION GLNDELINES

Reoplace Extensively Deteriorated Features from the Restorstion Period

Using existing physical evidence of form, habd o
composition {0 replace a deteriorated or declining
vegalalion fealure from the restoration parod. If using the
same kind of malerial is nol lachnically, economically
of environmentally feasible then a compatibie substihute
malenal may be considerad. For example, repiacing 8
memaodial treg with a tree grown from is genatlic siock

Removing vegetation kom the restorabon panod that has
getenorated and nol replacimg it, or replacing It with a
new lealure thal does pot convey the same visual
appearance For example. removing a blightsidden
haage and replacing A with pyramidal 'orm tress

Remove Existing Features from Other Historic Periods

Remaoving or altering vegetation from other historc
periods, For example, removing later foundation
pantings or successional woodlol growih

Documenting vegetation from other penads pnocto s
alteralion or removal Il possible, representilive
examples of this vegelation should bo saved, cllllvated
and managsd, (hrough seed collechon and ganatic
stock cutlings, 1o aciitate lulure research
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Failing o mmove vagetation from another penod, thus
corifusing (he depicticn of tha landsoape during the
resiomalion perod, For example, maintalning a lawn on
the sita ol a hislone cutting garden

Failing to documant vegelalion from other hisionc
penods that is removerd or allered 50 1hal a valuabie
pochon of tha histore: recond & Inst

L i, LRl Ul St Shenhon Ao Do
g g s araf QN ) emm alforty
iy EvcE e fie cersmeees Samgnos a0 atEErtrg am

rEgiacag i e OIS i ez (Al One

5
sundved) Lng i onging 12T plan By e Odmisted Brothees [1828 155 ano 1898 The Cumng Gamwn fues also oees msfopd ey
a® and rgil] wich il recartly Mhad Doan mosfaingd 8 8 ech guroes A recond descoveny F fase plins slloney S e rpalortion of the
gargen eiuong f1 ierboceoum malerkis ang pven the oegs of e gerdun Ssacty (1050 ang THEE (Rarcbe Lo Alsmits Foledair)

~
7
-
e
&
-
—
...
F 4



GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAFPES

Re-Create Missing Features from the Restoration Period

[ 0 - - 8 e
Recreating a missing vegetation fezhive thal axisied

histoncal

urnng the resiorabon penod based
exkamine

piciorial and physical documentation. For

replanting crop lypes based on polien analysts

Installing vegetabhon that was thougnt 1o have exisled

ufing tha restoraticn panod. butl for winch Nere 1s

0

msuificsent documantation: or planting vegataton thal
was pan of the onginal design bul was navear instatiad

thus creabng a fakse istonc appearance
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RESTORATION GUIDELINES

CIRCULATION
Identify, Retain, and Preserve Historic Features and Materials from the Restoration Period

Recommended

Identifying, retaining and preserving the existing
circulation features from the restoration penod prior to
beginning project work. All circulation features should be
documented, from small paths and walks to larger
transportation corridors such as parkways, highways,
railroads and canals. Documenting alignment, surface
and edge treatment, width, grade, materials and
infrastructure.

Evaluating and understanding the cultural landscape's
circulation from the restoration period. Using archival
resources such as plans and aerial photographs, or, in
their absence, archeological analysis technigues to
understand the circulation from the restoration period.

Not Recommended

Executing projeciwork that impacts circulation from the
restoration period. For example, altering the route and
configuration of a historic bridle path without identifying
its historic alignment.

Executing project work without understanding its impact
on circulation features from the restoration period. For
example, changing road widths without a thorough
evaluation of the historic road.

FROFPOSED
SECOMDARY
ENTRANCE:

—=—COMCENTRATED
PARKING ALONG
LAWH AVENUE

GROYE STREET
ENTRANCE TO BE
FHASED OUT

The layout of the circulation system is the centerpiece of Mount Aubum's landscape design, and the least changed aspect of . Today there
are about 70 miles of paths and 12 miles of roads. The chronological development of the cemelery's access, circwation and parking has
resulted in the proposal for protecting and retaining , and in places, restoring the historic circulation design. (The Halvorson Company)
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES

Protect and Maintain Features and Materials from the Restoration Period

Protecting and maintaining circulation features from the
restoration period by use of non-destructive methods
and daily, seasonal and cyclical tasks. For example,
this may include hand-raking, top-dressing, or rolling
surface materials.

Failing to undertake preventive maintenance for
circulation features from the restoration period. For
example, permitting a failed drainage system to
contribute to the degradation and loss of associated
curbs or erasion of shoulders.

Utilizing maintenance methods which destroy or
degrade circulation features from the restoration period.
Forexample, using a snow plow over a coarse textured

pavement.

Repair Features and Materials from the Restoration Period

Repair declining circulation features from the restoration
period by reinforcing the materials that comprise these
features. Repairs will also generally include the limited
replacement in-kind or, with compatible substitute
material, of those extensively deteriorated or missing
parts of features when there are surviving prototypes. For
example, replacing in-kind limited sections of capstone
along a historic parapet. The new work should be
unobtrusively dated to guide future research and
treatment.

Replacing or destroying circulation features from the
restoration period when repair of materials and limited
replacement of deteriorated or missing components are
appropriate,

Failing to reuse existing surface or edge materials from
the restoration period when only the substrate requires

repair.

Using a substitute material for the replacement part that
does not convey the visual appearance of the surviving
parts of the circulation feature from the restoration
period, or that is physically or environmentally
incompatible.

Replace Extensively Deteriorated Features from the Restoration Period

Using physical evidence of form, detailing and alignment
to reproduce an entire circulation feature from the
restoration period. If using the same kind of material is
not technically, econcmically, or environmentally
feasible, then a compatible substitute material may be
considered. The new work should be unobtrusively dated
to guide future research and treatment. For example,
replacing a bulkhead's timber coping along an entire
waterfrontesplanade.

Removing a circulation feature from the restoration
pericd thatis unrepairable and not replacing it, replacing
it with a new feature that does not convey the same visuai
appearance; or failing to document the new work. For
example, removing a crushed stone carriage road and
replacing it with a wider asphalt road.

Remove Existing Features from Other Historic Periods

Removing or altering circulation features from other
historic periods. For example, removing a later parking
lot.

Documenting circulation features from other historic
periods prior to their alteration or removal. Forexample,
recording cross sections of road and retaining wall
construction. If possible, representative features should
be stored for future research.

114

Failing to remove circulation features from another
period, thus confusing the depiction of the landscape
during the restoration period. Forexample, maintaining
amodern asphalt path through a historic meadow,

Failing to document circulation features from other
historic periods that are removed or altered so that a
valuable portion of the historic record is lost.




RESTORATION GUIDELINES

Re-Create Missing Features from the Restoration Period

Recraaling & missing circulation feature Ihal existed Canstructing a cireulation feature that was thought 1o

during the restoration period based on histoncal, pictortal hive exietod during the nestomtion period, but forwhich

and physical documentalion. For example. duplicating there & insufficent information; or constructing a

paving pattarms based on sunaving prototypHes circulation faatuns that was part of the onginal design
bul was never execuled, thus creating a false histonc
Appearance
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES

WATER _FEATURES

Identify, Retain, and Preserve Historic Features and Materials from the Restoration Period

Recommended

Identifying, retaining and preserving existing water
features and water scurces such as retention ponds,
pools, and fountains from the restoration period prior to
project work. Documenting shape, edge and battom
condition/ material;, water level, movement, sound and
reflective quality; associated plant and animal life, and
water quality.

Evaluating the condition of water features from the
restoration period. Forexample, assessing water quality
or utilizing archeological techniques to determine the
path of a watercourse.

Not Recommended

Executing project work that impacts water features and
associated hydrology from the restoration period,
without undertaking an “existing conditions” survey. For
example, filling in a pond that was historically used for
ornamental or farming purposes.

Executing project work without understanding its impact
on water features from the restoration period. For
example, placing a section of creek in a culvert or
concrete channel,

Protect and Maintain Features and Materials from the Restoration Period

Protecting and maintaining water features from the
restoration period by use of non-destructive methodsin
daily, seasonal and cyclical tasks. For example,
cleaning leaf litter or mineral deposits from drainage
inlets or outlets.

Maintaining a water feature's mechanical, plumbing and
electrical systems to insure appropriate depth of water
or direction of flow. For example, routinely greasing and
lubricating gate mechanisms for a pond.

Failing to undertake preventive maintenance of water
features from the restoration period. For example,
allowing a historic fish pond to fill up with leaf litter.

Utilizing maintenance methods which destroy or
degrade water features from the restoration period. For
example, using harsh chemical additives for maintaining
water quality.

Allowing mechanical systems to fall into a state of
disrepair, resulting in changes to the water feature. For
example, failing to maintain a sprinkler system on a
historic golf course.

Repair Features and Materials from the Restoration Period

Repair deteriorated water features from the restoration
period by reinforcing the materials that comprise these
features. Repairs will generally include limited
replacemant, in-kind or compatible substitute material,
of those extensively deteriorated or missing parts of
features when there are surviving prototypes. For
example, replacing in-kind corroding iron valves in a
historic spray pool. The new work should be
unobtrusively dated to guide future research and
treatment.

116

Replacing or destroying water features from the
restoration period when repair of materials and limited
replacement of deteriorated or missing parts are
appropriate. For example, filling in a historic farm pond
instead of removing invasive plant materials.

Using a substitute material for the replacement part that
does not convey the visual appearance of the surviving
parts of the water feature from the restoration period, or
is physically or environmentally incompatible. For
example, replacing marble coping stone with concrete.
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAFPES

TRUCTUR

FURNISHINGS AND ECTS

Identify, Retain, and Preserve Historic Features and Materials from the Restoration Period

Recommended

Identifying, retaining and preserving existing structures,
furnishings and objects from the restoration period prior
to beginning projectwork. Documenting the relationship
ofthese features to each other, their surrounds, and their
material compositions.

Evaluating the condition of structures, furnishings and
objects from the restoration period. For example,
utilizing Historic Structures Reports and aerial
photography to understand the relationship between
tracks, trestles and screens at a mining site.

Not Recommended

Executing project work that impacts structures,
furnishings and objects from the restoration period,
without undertaking an “existing conditions” survey. For
example, altering a pale fence that delineates the limits
of a corral cluster.

Executing project work without understanding its impact
on structures, furnishings and objects from the
restoration period. For example, removing picnic tables
and fireplaces from a group camp.

Protect and Maintain Features and Materials from the Restoration Period

Protecting and maintaining buildings, structures,
furnishings and objects from the restoration period by
use of non-destructive methods in daily, seasonal and
cyclical tasks. For example, cleaning leaf litter from the
gutters of a park pavilion.

Maintaining mechanical, plumbing and -electrical
systems for structures and furnishings. For example,
providing adequate ventilation in a dovecote and
improving its energy efficiency.

Failing to undertake preventive maintenance of
structures, furnishings and objects from the restoration
period. Forexample, allowing a cast iron fence from the
restoration period to deteriorate.

Utilizing maintenance methods which destroy or
degrade structures, furnishings and objects from the
restoration period. For example, using harsh grit blasting
techniques to clean historic stone or bronze statuary.

Allowing mechanical systems to fall into a state of
disrepair, resulting in changes to a structure, furnishing
or object. Forexample, enclosing mechanical systems
of a poolhouse so they are not adequately ventilated.

Repair Features and Materials from the Restoration Period

Repairing deteriorating structures, furnishings and
objects from the restoration period by reinforcing the
materials that comprise these features. Repairs will also
generally include the limited replacementin-kind or with
compatible substitute material, of those extensively
deteriorated or missing parts of features when there are
surviving prototypes, such as roof features, windows,
bollards and signage. The new work should be
unobtrusively dated to guide future research and
treatment.
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Replacing or destroying structures, furnishings and
objects from the restoration period when repair of
materials and limited replacement of deteriorated or
missing parts are appropriate.

Using a substitute material for the replacement partthat
does not convey the visual appearance of the surviving
parts of the structure, furnishing or object from the
restoration period, or that is physically or environman-
tally incompatible. For example, replacing a wood slat
with a recycled plastic one in a historic bench.
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES

Replace Extensively Deteriorated Features from the Restoration Period

Using existing physical evidence of form, materal and
coetaling to reproduce Sinictunes, TurMmshings.or obpects
from the restoration perod. Il using the sama kind of
malenal is not technically, econormicaily. or envecnmen

tally feasible, then a compatible substiiute material may
be considered  The new work should be unobirusively
dated to guide future research and treatment For
exampia. repiacing a cast stone mileage marker

Remaving a struclure, fumishing or object from (the
resiorahon pencd that s unrepairable and not reralng
it repiacng i with a new feature that coes not comvey the
same visual appearmnda, of faliing to document thi niew
wark Farexample, replacing a deletiorated pier with a
flaating dock

Remove Existing Features from Other Historic Pariods

Removing arallering structures, furtiishings and objects
from olher histornc periods

Documenting structures, fumishings and objects from
other penods prior 1o thew alteration or removal, If
possible, seiected examples of these matenals of
features should be stored 1o tacilitate future research

Falling to remove siructuras, furnishings arnd objects
from anather penod, thus confusing the depiction of the
cultural landscape during the restoration penod. For
example. mainlaining modem sculplure in a heslonc
aslale

Falling to documen! strugtures, fumishings and objects
from other histons penods that sre removed or altered So
that 3 valuable portion of the hisionc record is st

Re-Create Missing Features from the Restoration Period

Rocreating a missing structure. furnishing orobjact thal
existed during lhe restoration period based on histoncal
picional and physical decumeantation, For axampls
recasling a garden jardiniere from its onginal mold or
duplicating a com erib from an extan! prototype
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Constructing a struciune, lurmishing or ohject thal was
though 1o have exdstad dunng the restorabion penod, bl
forwhich thera is insufficien! indormation; or construcling
a bandstand that was part of the original design bul was
never execuled, thus creating a false histone
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES

Although the work in the following sections is quite often an important aspect of restoration projects,
its is usually not part of the overall process of restoring character-defining features (maintenance,
ropair and limited replacement); rather, such work is sssessed for its potential negative impacl on the
landscape's historic character. For this reason, particular care must be taken not to obscure, alter, or

damage character-defining features.

ACCESSIBILITY__CONSIDERATIONS

identifying the cultural landscape’s fealures, malenais
and Fnishes from Iha resioration penod so thal
accessibility code-requited work will not resull in heir
damage or loss

Complying with barnesr-frea acoess requirements in such
a way that features. materials and finishes from tha
restomation period am prosenved

Working with local accessbilty and preservalion
specialists o determine thaé most appropnate selution (o
access probiems which will have the leas! impact on
character-defining features

Providing bamar-free access hal promaotes indepen-
dence for the disabled person lo the highest deghee
piacticabls, while preserving significant character-
defining landscape lealures, materials and finishes. For
example, Incorporaling wider sicewalks only at
imMerseclhions where tamps are being installed, lsaving
the main runs of hislone sidewalks in place

Finding solutions 1o mee! accessibility requirgments
that minnmiza the impact on the cultural landscape, for
exampie, compalible ramps and Ifts

Undertaking code-required alterations bafore identifying
those features, materials and finishes which arefromihe
resioration penod and must theretore be presenved

Damaging or destroying resioration pencd features in
attempling 1o camply with accessiblity reguirements

Altenng festures, matenals and finishes from the
restoration perod withoul consulling local geoassibllity
and praséryation axpans

Making access modifications that do nol provde a
reasanatie halance batween independent, safe actess
and praservabon of landscape fealures. matertals and
finishes trom the resiorabon peEnod

Making modifications for accessibility without consider-
ing the impact on the cultural landscape. For example
intreducing a new access slement (mamp or Hilt) that
destroys the symmetry of a formol gorden
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GUIDELINES FOR THE TREATMENT OF CULTURAL LANDSCAPES

HEALTH AND SAFETY CONSIDERATIONS

Identifying the cultural landscape’s features, materials
and finishes from the restoration period so that code-
related work will not result in their damage or loss,

Complying with health and safety code requirements, in
such a mannerthat features, materials and finishes from
the restoration period are preserved. For example,
recognizing standards for the removal of lead-based
paints on play equipment.

Removing toxic materials only after thorough testing has
been conducted and only afterless invasive abatement
methods have been shown to be inadequate.

Providing workers with appropriate personal protective
equipment for hazards found in the worksite.

Woarking with local code officials to investigate systems,
methods, or devices of equivalent or superior
effectiveness and safety to those prescribed by code so
that unnecessary alterations can be avoided.

Upgrading features from the restoration period to meet
health and safety codes in a manner that assures their
preservation. Forexample, upgrading a historic stairway
without destroying handrails and balustrades from the
restoration period.

Installing safety-related systemns that resuit in the
retention of features, materials, and finishes from the
restoration period; for example, fire-suppression
systems or seismic retrofits.

Applying the necessary materials to add additional
protection to features, materials and finishes from the
restoration period. Forexample, applying fire retardant,
intumescent paint coatings to a deck to add thermal
protection to its steel.

Adding new features to meet health and safety codesin
a manner that preserves adjacent features, materials
and finishes from the restoration period. For example,
providing a new fire access along a derelict road from the
restoration period.
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Underaking code-required alterations before identifying
those features, materials and finishes from the
restoration pericd which are character-defining and must
therefore be preserved.

Altering, damaging or destroying features, materials and
finishes from the restoration period while making
modifications to a cultural landscape to comply with
safety codes.

Destroying a cultural landscape's features, materiais
and finishes from the restoration period without careful
testing and without considering less invasive abatement
methods.

Removing unhealthful materials without regard to
personal and environmental safety.

Making changes to cultural landscapes without first
exploring equivalent health and safety systems,
methods, or devices that may be less damaging to
features, materials and finishes from the restoration
period.

Damaging or obscuring features, materials and finishes
from the restoration period, in the process of doing work
to meet code requirements,

Covering features from the restoration period with fire
resistant sheathing which results in altering their visual

appearance.

Using materials intended to provide additional
protection, such as fire-retardant coatings, if they
damage or obscure features, materials and finishes from
the restoration period.

Radically changing, damaging or destroying features,
matenials and finishes from the restoration period when
adding new code-required features.



RESTORATION GUIDELINES

ENVIRONMENTAL _CONSIDERATIONS

Identifying the cultural landscape’s features, materials
and finishes from the restoration period so that
ervironmental protection-required work will not result in
their damage or loss.

Complying with envirenmental protection regulations in
such a manner that features, materials and finishes from
the restoration period are preserved. For example,
protecting vegetation from the restoration period in which
endangerad species nest.

Working with environmental protection officials to
investigate systems, methods, devices ortechnologies
of equivalent or superior effectiveness to those
prescribed by regulation so that unnecessary alterations
can be avoided.

Reclaiming or re-establishing natural resources in a
manner that promotes the highest degree of
environmental protection, while preserving features,
materials and finishes from the restoration period. For
example, reclaiming a wetland to comply with applicable
environmental regulations, while re-establishing the
feature as it appeared during the restoration period.

Undertaking environmental protection-required work
before identifying those features, materials and finishes
from the restoration periad which must be preserved.

Altering, damaging, or destroying features, materials
and finishes from the restoration peried while making
medifications to a cultural landscape to comply with
environmental protection regulations.

Making changes to cultural landscapes without first
exploring equivalent environmental protection systems,
methods, devices or technologies that may be less
damaging to historic features, materials and finishes
from the restoration period.

Making environmental protection related modifications
that do not provide a reasonable balance between
improved environmental conditions and the preservation
of features, materials and finishes from the restoration
period.

ENERGY EFFICIENCY

Retaining and maintaining those energy-efficient
features or parts of features of the landscape from the
restoration period. For example, maintaining vegetation
from the restoration which performs passive solarenergy
functions.

Improving energy-efficiency of existing features from the
restoration period through non-destructive means. For
example, utilizing a recirculating system in a fountain
rather than uncontrolled discharge to a storm system.

Removing or altering those features or parts of features
from the restoration period which play an energy-
conserving role. For example, removing a historic
windbreak.

Replacing energy inefficient features from the restoration
period rather than improving their energy conservation
potential. For example, replacing an entire historic light
standard, rather than retrofitting the fixture to be more
efficient,
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